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L1 


19 


((imbalance 
unbalance) near3 
(measure measured 
measuring measures 
measurement)) same 
(bearing) same 
(sensor transducer 
detector detecter) 
same (fluid gas air 
liquid oil) 


US-PGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT; 
1 BMTDB 


OR 


ON 


2008/04/12 
14:57 


L2 


27 


((imbalance 
unbalance) neaMO 
(measure measured 
measuring measures 
measurement)) same 
(bearing) same 
(sensor transducer 
detector detecter) 
same (fluid gas air 
liquid oil) 


U&PGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT; 
1 BMTDB 


OR 


ON 


2008/04/12 
14:57 


L3 


126 


((imbalance 
unbalance) same 
(measure measured 
measuring measures 
measurement)) same 
(bearing) same 
(sensor transducer 
detector detecter) 
same (fluid gas air 
liquid oil) 


US-PGPUB; 
USPAT; 
USOCR; FPRS; 
EPO; JPO; 
DERWENT 
1 BMTDB 


OR 


ON 


2008/04/12 
14:57 


L4 


54 


((imbalance 
unbalance) same 
(measure measured 
measuring measures 
measurement)) same 
(bearing) same 
(sensor transducer 
detector detecter) 
same (fluid gas air 
liquid oil) same 
(time) 


U&PGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT 
IBM TDB 


OR 


ON 


2008/04/12 
14:57 
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L5 


1 


((imbalance 
unbalance) with 
(measure measured 
measuring measures 
measurement)) with 
(bearing) with 
(sGnsor trEtnsducGr 
detector detecter) 
with (fluid gas air 
liquid oil) with (time) 


USPGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT 
I BMTDB 


OR 


ON 


2008/04/12 
14:58 


L6 


5 


((imbalance 
unbalance) with 
(measure measured 
measuring measures 
measurement)) with 
(bearing) with 
(sensor transducer 
detector detecter) 
with (fluid gas air 
liquid oil) 


USPGPUB, 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT; 
I BM TDB 


OR 


ON 


2008/04/12 
14:58 


L7 


0 


imbalance measuring 
device rotors 
rotatable rotor rotary 
behavior essentially 
bearing static fluid 
bearing rotatable 
rotor change 
measuring transducer 
signals captures 
effects generate 
reference signal 
evaluation 
characterized least 
two open fluid 
supplied bearing 
shells receive 
sections bearing plate 
end surface rigidly 
supported supplied 


USPGPUB 


AND 


ON 


2008/04/12 
15:03 


SI 


779 


(73/ 462). (XLS. 


USPGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO 
DERWENT: 
IBM TDB 


OR 


OFF 


2007/12/29 
18:28 
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S2 


2 


EP-1180846-$-did. 


US-PGPUB; 
USPAT; 

I |CnPR- PPRQ- 

EPO; JPO; 
DERWENT 
I BMTDB 


OR 


ON 


2007/12/29 
18:28 


S3 


0 


EP-0508683-$.did. 


US-PGPUB; 
USPAT; 

I IQOPR- PPRQ- 

EPO; JPO; 
DERWENT; 
I BM TDB 


OR 


ON 


2007/12/29 
18:29 


S4 


2 


EP-508683-$.did. 


US-PGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT; 
I BM TDB 


OR 


ON 


2007/12/29 
18:30 


S5 


7 


((imbalance 
unbalance) near3 
(measure measured 
measuring measures 
measurement)) same 
(bearing) same 
(sensor transducer 
detector detecter) 
same (fluid gas air 
liquid oil) same 
(time) 


US-PGPUB; 
USPAT; 

USOCR; FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB 


OR 


ON 


2008/01/04 
10:08 
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